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HMintegrated Amplifier with five power division outputs;
HMToprovide amplified signals forregional PAS, suitable forlarge. medium. small PAS and stillneeds power partition.

U standard 19-inch industrial chassis,black aluminium oxide wire drawing panel,the handle of humanization,adopt polishing
technology,showhigh-gradetemperament.

M Supportsradio,MP3 dataformatsandaudio linerinplay.

1 channelradioinput,1channel USB and SD card MP3 input,1 mic,1 lineraudio input.

MBuilt-in radio IC,and receive FMsignals.

M Thetouch ofabutton operation,digital display of the volume and radio frequency.

W With forced switching and prority function,convenientforpriorbroadcast inserting.

W With short current/load checking protection function automatic.

M Quality CD audio output. Output 100V. 70V, 6-16 OHM,amplifier outputs options for250W.

Model OBT-D6255
Rated power 250w
Speakeroutputs 70V,100V & 4—~16Q

Input Sensitivity & Impedance
Output Sensitivity & Impedance

Overload source
electromotive force

Tone

Frequency response
S/N ratio

THD

Muting function
Crosstalk

Cooling

Protection
Powersupply
Power consumption
Weight
Dimensions
Material

MIC1,2:5mV/600Q,Unbalanced 6.35 Screw Input
AUX 1, 2:350mV/10KQ,unbalanced RCAscrew input
MIx out: 1000mV/470Q,Unbalanced RCAscrew output
MIC1,2: >12dB,unbalanced 6.35 screw input
AUX1,2: >20dB, unbalanced RCAscrewinput

MP3: >20dB, Unbalancedinput

Bass:+10dB at 100Hz

Treble:=10dB at 10KHz

50Hz~16KHz(+1dB, -3dB)

MIC1,2-:66dB;AUX 1,2:80dB

1KHz 0.5%, 1/3 Output Power Consumption

MIC 1 overridesotherinput signals/0-30 dB adjustable
<50dB

Forced airfromfronttorear, start built-in fan when radiatortemperature
reaches 45degrees

Overheat, overload & short circuit

AC220V/50Hz

450W

11.85Kg

484X450X88mm

Black aluminum panel, SPCC cold rolled chassis




